
Horizontal Stainless Steel Pressure Tank ( Air Agitator )

With this versatile pressure tank, almost professional painting result can be easily 

carried out. Special materials such as enamel paint, chemical liquid, solvent‐based 
coating, can be transported as smoothly as required. 

1. One‐piece formed pressure tank. 
2. Heavy pressed steel lid. 
3. Special designed forged steel clamp. 
4. Auto Pressure discharge safety valve. 
5. All models are equipped with top outlet. 
6. Comply to CE certıfıcate. 
7. Equipped with Air Regulator and Pressure Gauge. 

Max. working pressure : 4.1 Bar / 60 PSI 
Model Capacity

Litre
Tank Dimension

I.D.  /   O.D.  /   H    /    T
Measurement
L  x  W  x  H

Material

PTS – 02 A 2 161 /   172   /  178  /    2 225 x 200 x 445 SUS ‐ 304

PTS – 03 A 3 119 /   162  /    192 /   1.2 182 x 189 x 446 SUS ‐ 304

PTS – 04 A 4 161 /   172  /    227 /     2 225 x 200 x 485 SUS ‐ 304

PTS – 10 AH 10 265 /  277  /    223  /    2 290 x 290 x 510 SUS ‐ 304

PTS – 20 AH 20 318 /   330     / 397 /     2 410 x 325 x 674 SUS ‐ 304

Features
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